SPS-2000 Barcode Printing

With this feature you can print a barcode representing PLU number.
NOTES and LIMITATIONS

The PLU number must be 6 or 12 digits in length to be printed and scanned. (8 & 13 digit
PLUs can be printed but cannot be scanned.)

This feature does not print to a Label Printer however; special continuous feed label paper
can be used in some thermal printers.

1. Go to PGM/System Options/General Printing Options.

2. Go to Page #6/Option 42 and set “Enable Barcode Printing” to YES.
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3. Goto PGM/PLU/SELF-PRINT BARCODE FORMAT.

4. You can set up to 20 types (sizes) of bar codes; this does not set the bar code as
EAN, CODE-39, ETC. Set the parameters here according to the size of the barcode
you want to print, Descriptor (name for label type), printer port and so on.

1 EMPLOYEE

When the Default barcode is used, you do not get a choice to select a specific
Barcode Type # when printing from the PLU Screen.
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5. Then go to PGM/PLU/PLU ADD & CHANGE.

6. Chose the PLU for which you want to print a barcode and Touch the Print Barcode
button.
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7. Choose the Barcode Type (size) you want to print.

8. Enter the number of barcodes you wish to print for this item, and then touch OK.
(Note: If CANCEL is selected from the screen, the barcodes will be printed.)
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