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ER-180T Firmware Download
( Flash Development Toolkit V.4.05 R00 )
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Disassemble the cover printer
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2. Disassemble the screw.
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3. Disassemble the drawer.
[image: image5.png]



4. Disconnect the drawer harness and compulsory harness. Disassemble the drawer.
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5. See the PGM D/N connector on the main board.
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6. Insert the download cable.
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7. Insert the DC power cord.
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8. Please install Flash Development Toolkit V.4.05 R00.
9. Run the Flash Development Tool Kit Basic. ( You should install this program first)
10. Type “M3030RFCP” in the Filter Edit box and select ‘M16C _M3030RFCP’ and
press “Next” button.
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11. Select connected port of your PC and press “Next button”.
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12. Select communication speed.  Uncheck “Use default” and set “115200” to the “Recommended speeds” and press “Next button”.
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13. Press “Finish”button.
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14. Click the Options menu and check the “AutoDisconnect”

15. Select the downloaded file. Check the Download File and “User/Data Area”.

Press arrow button and open “180T.mot”file.
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16. After selecting downloaded file then press “Program Flash”. If you see “ID Check” dialog, then press OK.
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17. See the progress bar is going as below picture.
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18. If downloading is successful, green color “Image successfully written to device” will displayed as below.
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19. Unplug the DC power cord.
20. Unplug the download cable.
21. Reassemble drawer and assemble the screw as original status.
22. Plug the DC power cord.
23. Do the RAM ALL CLEAR and program other settings again (date and time..) 
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