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CHAPTER 1

CONFIGURATION OF WIRELESS NETWORK CONNECTION

1. Setting the Computer Wireless Network IP address

To set the computer wireless network to obtain an IP address automatically.

a. Access the

"Wireless Network Connection"

properties in the "Netw

Connections" applet in the Windows Control Panel.

" Network Connections

i Fle Edit Wew Tools

i Q- @ | POscarn [ rodes |-

Favarites Advanced  Help

i Address ﬂ_Network Connectians

e ™ Internet Gateway

o

LAN or H'!g_lts_peed Internet

Metwork Tasks

et Connection
[l Create anew d
connection

nection

) Setupa hame ar small
office network

& Change Windows
Firewall s=thngs

& Disable this netwark
device
&, Repair this connection

W) Rename this connection

& View status of this
cannectian

Change settings of this
connection

Other Places

3 Control Panel
S My hetwork Places
(5} MyDocuments
i My Computer

Wireless Netwark Connection |
5 Disshle

Wiew Available Wireless Networks
Status

Repair

uare Netror|
etl |

Bridge Connections

Create Shortout

Rename

i View or change settings for this connection, such as adapter, protocol, or modem configuration settings.

ork

b. In the "Internet Protocol (TCP/IP) properties”, you need to select "Obtain an IP

address automatically".

Internet Protocol (TCP/IP) Properties

-+ Wireless Network Connection Properties

General | Viirsless Networks || Advanced |

Connect using:

I BE Wireless N Adapter

|

This connection uses the following tems:

. gFile and Printer Sharing for Microsoft Networks
3810105 Packet Scheduler
¥ %= intemet Protocal {TCR/P)

~

<

Install..; Uningia

Diescription

Transmission Control Protocol/intemet Protocol, The default
wide area network protocol that provides communication
across diverse interconnected networks,

Propeties

Show icon in notification area when connected
Motify me when this connection has limited or no connectivity

General | Atsmate Corfiguration |

You can get IP settings assigned automatically if your network supports
this capability. Otherwise, you need to ask your network administrator for
the appropriate |F settings.

(%) Obtain DNS server address automatically
() Usg the following DNS server addresses:

Advanced...

[ QK ][ Cancel ]

[ ok ][ cance

]
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2. Connect to Printer Wireless Network (AP MODE)

Search the Wireless network. Choose “Printer” and click “Connect” to connect the
computer to printer wireless network.

" Wireless Network Connection [zl
Network Tasks Choose a wireless networlk

g Refresh network list Click an item in the list below to connect to a wireless network in range or to get more
information,

Gprinter

<2 Setup & wireless netwark
@ home or small office

Unsecured wireless network

Because seaurity is not enabled on this network, information sent over this

Related Tasks network might be le to othe connect to etwork, dids Connect,

1 Learn about wireless
networking

* Change the arder of TP-LINK
preferred networks (‘i))

s Charge advanced '7 security-enabled wireless network (WPAZ) Il[l[l[l
sethings TP-LINK_GP

(fi?J

*rJ Security-enabled wireless network (WPAZ) III!I

| Connect |

Successfully connected.

1 Wireless Metwork Connection [z|

PSR Choose a wireless network
g Refresh network list Click an item in the list below to connect to a wireless network in range or to get more
information,
<2 Setupawireless netwark ()] Gprinter Connected 1y
for & home or smal office i
Unsecured wireless network ll“l
Related Tasks (ti)) L
P g ' security-enabled wireless network (WPAZ) III![I
networking D) TP-LINK_GP
Change the order of i I
preferred netwarks 4 security-enabled wireless network (WPAZ) Il“
QB Change advanced
settings
Connett
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CHAPTER 2

INSTALLING WINDOWS DRIVER AND SETUP ETHERNET PORT

1. Run the Windows driver installer in the CD-ROM.

N

REV. 1.0

o Setup - GAINSCHA BOmm Series Printer. Driver VB

Series Printer Driver ¥8 Setup
Wizard

This will install GAINSCHA S0mm Series Printer Driver VS on
wour computer.

conkinuing.

Click Mesck to continue, or Cancel bo exit Setup,

Welcome to the GAINSCHA 80mm

It is recommended that vou close all other applications before

L Mexk = J [ Cancel

Accept the agreement and click Next.

i Setup - GAINSCHA BOmm Series Printer. Driver VB

License Agreement

Please read the following important information before continuing. ~

Please read the following License Agreement, You must accept the terms of this
agreement before continuing with the inskallation,

SOFTWARE LICENSE AGREEMENT

[18]]% 2

IMPCRTAMT - PLEASE READ CAREFULLY! The GAINSCHA software wou are about
to download will be licensed to vou, the licensee, on the condition that vou agree
with GAINSCHA ko the terms and conditions set Forth in this lzgal agreement,
PLEASE READ THIS AGREEMENT CAREFULLY. %OU WILL BE BOUND BY THE
TERMS OF THIS AGREEMENT IF ¥OU INSTALL, DOWMLOAD, CORY, OR
CTHERWISE LUSE THE SOFTWARE. IF wou do nok agree ko the terms contained in
this agreement, please do nok install or download the software, Please record

the date of download in order ko activate the limibed ninety (90% daw warranky
(see below),

()1 do niot accept the agreement

l_ < Back. ” ek = l[ Zancel
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3. Select the correct OS.
Select 0S X

~Select 05-

" Windows 2003

O findews 2000 ™

" ¥indows ¥izta ( Windows T

Hext > Exit

4. Choose the printer model in the list and click Next to continue.

£, Detail Setting (x86/x64)

Inztall Module|GP-801B0F (Cut) Series |

~FPrinter Setting-

Printer FWame [GP-S0160H (Cut)] Series

< Back Hext > Exit

This Driver 1s suitable for Windows x86 and =64 05

REV. 1.0 -5-
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5. Create a new Ethernet port by clicking “Create Port”.

Select Port

Specify Fort
& port is used to conmect a printer to the computer.

another port type not listed below, creat a new port.

Specify the port that you are using If you are commecting using TCESTE or

Fort Type | b
Microseft Document Im... Local Fort
COomz: Loeal Fort
COoM4: Local Fort
FILE: Loeal Fort
LFTZ: Local Fort
LPT3: Loeal Fort
RFSFort: Local Fort

COM3: Loeal Fort fid

Creats Fart. .. J Confizure Port...l

£ Back | Install | Cancel |

6. Select “Standard TCP/IP Port” in the list and click “New Port” button.

Create Port

Available Fort Type

o dard TCE/IF Port

Microsoft Document Imaging Writer Monitor
Local Port

HF Standard TCF/IF Fort

HE Fax FPort

EPSOH 5D Frinter Fort

Adobe FOF Port Monitor

Hew Port. ..

Close

7. Add Standard TCP/IP Printer Port Wizard.

Add Standard TCPSIP Printer Port Wizard

Before continuing be sure that:
1. The device iz tumned on.

Tao continue, click Mest.

Welcome to the Add Standard
TCP/IP Printer Port Wizard

YWou uze this wizard to add a port far a netwaork printer.

2. The network iz connected and configured.

L Newt » J[ Cancel

REV. 1.0
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8. Enter the printer IP address into “Printer Name or IP Address” entry. The WIFI printer’s
default IP address is 192.168.0.1.

Add Standard TCP/IP Printer Port Wizard

Add Port
Far which device doyou want to add & port?
Enter the Printer Mame or |P address, and a port name for the desired device.
Printer Name or IP Address: |192-155-E-1| |
Port Name: |’|’ﬁj§5.’1’é§f:’.1 |
l_ = Back ” Nend = l [ Cancel

9. Choose Standard “Generic Network Card” as device type.

Add Standard TCPSIP Printer Port Wizard

Additional Port Information Required
The device could not be identified,

The device ig not found on the network. Be sure that:

1. The device is turned on,

2. The network iz connected.

3. The device iz properly configured,

4. The address on the previous page iz comect.

[ you think the address iz not comect, click Back to return ta the previous page. Then cormect
the address and perform another search on the netwaork. 1F you are sure the address is corect,
gelect the device tupe below.

[Device Type

(%) Standard | eh

() Cuistom Seftings

l_ < Back ” Mewut » l[ Cancel
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10. Click “Finish” button to complete the new Ethernet port creation.

Add Standard TCP/IP Printer Port Wizard

Completing the Add Standard
TCP/IP Printer Port Wizard

SNMP: No
Protocol: RAW, Port 5100
Device; 152.168.0.

i
Part Name: IP_152.168.0.1

Adapter Type: Generic Network Cand

To complete this wizard, click Finish,

You have selected a port with the following charactenstics,

< Back “ Firish | [ Cancel

11. Select the Ethernet port in the list and click “Install” to install the Windows driver for the

printer.

Select Port (xB6/x64) X

Specify Fort

& port iz used to commect a printer to the computer.

Specify the port that wou are using If you are comnecting using TCE/IF or
another port type not listed below, creat a new port,

Fort Type | ~
USEOO4 Virtual printer port for USH

USEOO3 Virtual printer port for USH

USEOOZ Virtual printer port for USH

USEOO1 Virtual printer port for USEH

IP_192. 166, 123. 100 Standard TCP/IF Fort

IF 192 165.0.1 Standard TCF/IF Fort
Microzoft Document Im... Local Fort
FILE: Local Fort

LFT1: Local Fort e

Create Port... | Configure Port. .. J

<Pack | Imstal | gencal |

Thiz DIriver iz suitable for Windows =88 and =64 035,

12. Installation of the Windows driver completed.

REV. 1.0

E—i

Install Module |GP-50250H Series =i

Printer Setting
[~ Zet Default Frinter

INSTBOE4

1] Completed!
LY

Frinter Hame ‘GF-EUESDN Series

<Back | et » Exit
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13. Click “Finish” button to complete the Windows driver installation. You may need to
restart the computer for the new setting to take place.

o Setup - GAINSCHA BOmm Series Printer. Driver VB

Completing the GAINSCHA 80mm
Series Printer Driver ¥8 Setup
Wizard

To complete the installation of GAINSCHA &0rrm Series Printer
Driver W8, Setup musk restart your computer, Ywould yvou like
o restart now?

{(®)¥fes, restart the computer now;

i () o, Twill restart the computer later

14. Print a test page to check if the printer driver is installed successfully.

2 GP-80160(Cut) Series Properties

General I_Shanng | Ports | Advanced | Device Sé’rﬁ@|

il GP-80160(Cut) Series i

Atest page is now being sent to the panter. Depending on the
speed of your prnter, it may take a minute or two before the page
Ld s printed.

Cq The test page briefly demonstrates the prnters ability to prnt
graphics and text, and it provides technical information about the
printer driver,

I Y |

if the test page printed. click OK.
if the test page did not print, click Troubleshoot.

[ oK | [Troubleshoot.

Speed: Unknown

Maximum resolution: 203 dpi

[Prinﬂng Prefersnces... l [ Print Test Page J

[ oK ][ Cancel ] A

REV. 1.0 -9-
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CHAPTER 3
CONNECT THE PRINTER DIRECTLY (AP MODE)

1. Login to Printer Wireless Interface Web Configuration

Using a web browser (for example, Internet Explorer) to log in the printer wireless
interface web configuration by entering the printer IP address directly into the address
bar of the browser.

The default printer IP address is 192.168.0.1, user name is “admin” and password is
“admin”. After login, the interface version page will be shown.

end® < 6| Fid 192.168.0.1 h a o

X English

£ Mode Selection Working Mode Configuration

E) AP Interface Setting

You may configure the Uart-WIFI module wifi mode and data transfor mode.

EP STA Interface Setting
I QAP Mode:
E» Application Setting Access Point
STA Mode:

E) Device Management Station Mode

Data Transfor Mode Transparent Mode ‘n_j

Apply Cancel

AP Mode (Access Point) is factory default mode, and always exists.
STA Mode (Station Mode) is for connection between printer and user’s wireless router.

REV. 1.0 -10-
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2. AP Interface Setting

Configure the AP interface settings, such as Network Mode, SSID, Security Mode, LAN IP,

and etc.

B Mode Selection

Ep AP Interface Setting
E» STA Interface Setting
E» Application Setting

Ep Device Management

192.168.0.1

AP Interface Setting

AP Interface Setting such as SSID, Security...

Wireless Network

Network Mode

11bfg/n mixed mode "ﬁ

Network Name(SSID)

printer Hidden

BSSID AC:CF.23:33:26:48
Freguency (Channel) AutoSelect _ﬂ
Wireless Distribution System{WDS) | WDS Configuration

Apply Cancel

Security Mode Disable iﬁ

Apply Cancel

IP Address{Default DHCP Gateway)

192.168.0.1

Subnet Mask

255.255.255.0

DHCP Type

Server ﬁ

Apply Cancel

Englisn

. Display a menu

In Wireless Network, you can configure different network mode as well as SSID name.

Wireless Network

Network Mode

11b/g/n mixed mode t-nj

Network Name{SS5ID)

printer

Hidden

BSSID AC.CF:23:33:26.48
Frequency (Channel) AutoSelect i_ﬂ
Wireless Distribution System({WDS) | WDS Configuration

REV. 1.0
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In Security Mode, you can enable/disable the connection password (WEP/WPA/WPA?2).

Security Mode weaz-psk [

WPA Algorithms TKIP [ AES @ TKIPAES

Pass Phrase 12345678

Apply Cance!

In LAN Setup, you can configure the LAN IP address, Subnet Mask and DHCP type for the
AP connection.

IP Address(Defanlt DHCP Gateway) | 192.168.0.1

Subnet Mask 255.255.255.0

DHCP Type Server ﬂ

Apply Cancel

After setting, click Apply button to proceed. Restart the printer to take effect the new
settings in Device Management page.

o8 < i i 192.168.0.1 LS O i A+

S _Enijlish.

Set Successfully, Restart to use new setting.

B Mode Selection 5 ;
Restart button inDevice Management

Ep AP Interface Setting
@ STA Interface Setting
Ep Application Setting

Ep Device Management

REV. 1.0 -12 -
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3. Application Setting

Configure the Uart parameters and network parameters of the Wifi-Uart application.

B Mode Selection

@ AP Interface Setting

Ep STA Interface Setting

192.168.0.1

Wifi-Uart Setting

You could configure the Uart parameters and network parameters of the wifi-nart application.

English_

®L&Emg Baudrate 239400‘-1—
Ep Device Management Data Bits s B
Parity MNone ﬂ
Stop 1 a
CTSRIS Enable [
Apply Cancel

UART AutoFrame Setting
UART AutoFrame Disable EvJ

Apply Cancel

Mode Server a
Protocol TCP B
Port 8100
Server Address 192.168.0.1
MAX TCP Num. (1~32) a2

TCP Time out (MAX 600 s) 300

Display a menu

REV. 1.0
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4. Device Management

Configure administrator account and password, load default setting or update firmware.

end® < 6| Fid 192.168.0.1 & h a o

kY English

& Mode Selection Device Management

Ep AP Interface Setting

4.02.11.15

E» STA Interface Setting

You may configure administrator account and password, load default setting or update firware.

E» Application Setting Adminstrator Settings

@ Device Management Account admin

Password admin

Apply Cancel

Restart Module
Restart Module Restart

Load Factory Defaults
Load Default Button Load Default

Update Firmware
Location: Choose File | ne file selected

Apply

. Display a menu

REV. 1.0 -14 -
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CHAPTER 4

CONNECT THE PRINTER TO A ROUTER (STATION MODE)

By default, the WIFI interface is in AP mode. If you need to connect the printer to current
wireless network (such as an existing router network), you need to change the printer to

STATION mode.

1. Login to Printer Wireless Interface Web Configuration

Connect the computer to printer WIFI network. Login the printer wireless interface web
configuration (printer default IP address is 192.168.0.1). Refer Chapter 3.

Choose STA mode in the Mode Selection page, and click Apply button.

B Mode Selection

Ep AP Interface Setting
B STA Interface Setting
B Application Setting

EY Device Management

REV. 1.0

=
g

192.168.0.1

Working Mode Configuration

You may configure the Uart-WIFI module wifi mode and data transfor mode.

AP Mode:
Access Point
©STA Mode:
Station Mode

Data Transfor Mode Transparent Mode 6

Apply Cancel

a ©
English
-15-
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2. STA Interface Setting

In STA Interface Parameters, click Search button to find a correct router SSID.

oD@ < J Fizh 192.168.0.1 & th o ©

kY Englisn

& Mode Selection STA Interface Setting

Ep AP Interface Setting

You could configure STA interface parameters here.

E) STA Interface Setting ;
I STA Interface Parameters

» Application Setting AP's SSID Printer Search...

@ Device Management MAC Address (Optional) v
Security Mode OPEN pj
Encryption Type NOME ﬁ

Apply Cancel
WAN Connection Type: sTTiclixed 7))

Static Mode
IP Address 192.168.0.1
Subnet Mask 255.255.255.0
Default Gateway 192.168.0.1
DNS BB.44

Apply Cancel

. Display a menu

Choose the correct SSID name and click Apply to continue.

o0 ® 192.168.0.1 & m O >>

SSID BSSID RSS! || Channel | Eneryption | Authentication ?f::“r“

610 aB:57:dedc:c0:7a [[29% |1 AES WPAZPSK Infrastructure

TP- R

LINK 508378 20:do:ef:50:b3:78 [[24% |6 AES WPAZPSK Infrastructure

TP- T gy z

LINK_4E2386 14:cf92:4e:23:b6 | 10% (|6 NOME OPEN Infrastructure
dO:c7:c0:18:11:ca | 39% (6 AES WPAZPSK Infrastructure

zhuhaitengxing  [[b8:55:10:76:ef.cB [[10% (11 AES WPAZPSK Infrastructure

3322005 b8:55:10:76:f4:6¢c 0% (1 AES WPAZPSK Infrastructure

Apply Refrash

REV. 1.0 -16 -
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Input the correct connection password for the selected SSID. Choose the correct security
mode and encryption type as well.

oD ® < i Tié 192.168.0.1 ¢ i} o O

B Mode Selection

@ AP Interface Setting
Ep STA Interface Setting
@ Application Setting

Ep Device Management

STA Interface Setting

You could configure STA interface parameters here.

STA Interface Parameters

AP's SSID

TP-LINK_50B378 Search...

MAC Address (Optional)

WAN Connection Type

Security Mode WPAZPSK ﬂ

Encryption Type AES ﬂ

Pass Phrase C 12345678 >
Apply Cancel

: STATIC{fixed IP)

Static Mode

IP Address

192.168.1.100

B

Subnet Mask

255.255.255.0

English_

Default Gateway 192.168.1.1
DNS BB.44
Apply Cancel

. Display a menu

In the same time, you can configure the WAN IP address or change STATIC (fiexed IP) to
DHCP to acquire IP address from the wireless router. Please DO NOT set the same IP
address as the AP mode IP address, otherwise the AP mode will not work.

WAN Connection Type:

[P Address

192.168.1.100

STATIC{fixed IP) ﬂ

Subnet Mask

255.255.255.0

REV. 1.0

Default Gateway 192.168.1.1
DNS B.8.4.4
Apply Cancel
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After setting, click Apply button to proceed.

@’ Mode Selection

Ep AP Interface Setting
@ STA Interface Setting
Ep Application Setting

Ep Device Management

192.168.0.1

S _Enillish |

Set Successfully, Restart to use new setting.

Restart button inDevice Management

Restart the printer to take effect the new settings in Device Management page.

B Mode Selection

Ep AP Interface Setting
E» STA Interface Setting

E» Application Setting

Ep Device Management

192.168.0.1 & h a o

kY

Device Management

4.02.11.15

You may configure administrator account and password, load default setting or update firware.

Adminstrator Settings

Account admin
Password admin
Apply Cancel
Restart Module
Restart Module Restart

Load Factory Defaults
Load Default Button Load Default

Location:

Choose File | ne file selected

Apply

English

. Display a menu

REV. 1.0
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After that, you need to change/add a printer port in the printer Driver Properties. Add a

new TCP/IP port with the new printer IP address in Ports.

For example, 192.168.123.100

& GP-80160(Cut) Series Properties

| General || Sharng | Ports | Advanced || Device Settings |

@ GP-80160{Cut) Series

Frint to the following portis). Documents will print to the first free

O 1F_152.182.0.1

TR P 192.168.123.100
O IP_132.188.1223
£ I

checked port.
Faort Description X
0l Useoo Virtual printer port fo...
O useoo Virtual printer part fo... =
0] Useoo Virtual printer port fo...

Standard TCP/IP Port
Standard TCP/IP Port

Standard TCP/IP Port ¥
>

[ Add Fort... ] l_ Delete Port ] [ Configure Fort...

[] Enable prirter pooling

0K

][ Cancel ]I_ Apply

REV. 1.0
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